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COOLED INFRARED DETECTOR
MCT

MWIR (3 – 5 µm) SPECTRAL RESPONSE
 HIGH RESPONSIVITY

 HIGH PIXEL ARRAY OPERABILITY



P: +90 (312) 592 10 00 | F: +90 (312) 354 13 02 | mgeomarketing@aselsan.com.tr ASELSAN A.Ş. is a Turkish Armed Forces Foundation company.

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t a
ny

 n
ot

ic
e.

 | 
Al

l t
ol

er
an

ce
s 

ar
e 

w
ith

in
 ±

10
%
.

COOLED INFRARED DETECTOR
MCT

M
G

EO
-M

SC
/ 

E0
0

1 
/ 

0
4-

20
19

Main Features

•	 640x512 Array Format, 15 µm Pitch Size
•	 MWIR (3 – 5 µm) Spectral Response
•	 High Responsivity 
•	 High Pixel Array Operability
•	 Programmable Frame Rate

MCT (Mercury Cadmium Telluride) type cooled infrared (IR) 
photodetectors are used inside reconnaissance and surveillance 
systems, missile seeker heads and targeting systems thanks to 
its high performance infrared imaging capabilities. 

ASELSAN has all the required design and production competence 
for the MCT technology including production of the CZT substrate, 
growth of the MCT sensor material, FPA processing, Read-Out IC 
design and vacuum packaging.


